SKYDEDOR SL3

Kompakt:

SL3 er den mest kompakte automation i
FACE-serien. Den er udstyret med borstelos
motor med direkte drev og er velegnet til
installation, selv hvor pladsen er begraenset.

Nem vedligeholdelse:

Konfigurationen uden motor-gear gor SL3
absolut palidelig og minimerer behovet for
vedligeholdelse. Den borstelgse motor har 5
ars garanti, og automatikken er testet til 3
millioner cyklusser.

Kraftfuld styring:

Styringen inkluderer som standard et bredt
udvalg af indbyggede funktioner, en
integreret display, konfigurerbare terminaler,
en USB-port og en grzaenseflade til
fjernbetjening.
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LIGHT

Dimensions (mm):

100 x 148 x 6600

Max load (kg):

1 leaf: 70
2 leaves: 2 x 50 S3=100%
2 leaves: 2 x 60 S3=80%

Max speed (m/s):

1 leaf: 0.8
2 leaves: 1.6

Service class

continuous operation

Power supply

100 - 240 V 50/60 Hz

Rated power (W) 60
Stand-by (W) 8
Rated load (N) 80
Degree of

protection P20
Operating 15/ 450

temperature (°C)

Accessory output

12 Vdc (1 A max)

Firmware update

USB standard / Micro SD






